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smooth infant’s skin. mouth and nose large occnput e Baby lies withits s possible to practice opening the .
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“Infant CPR, Are we really as good as we think? ”

An infant has a small mouth and airway and a small body with a relatively large tongue and occiput. An infant also has more

delicate but flexible ribs compared to an adult.
Aninfant can choke more easily than an adult as they often put objects in their mouth that can cause an obstruction of their

airway. Aninfant’s lungs are also more delicate compared to an adult so over ventilation should be avoided.

Due to the differences in their anatomy, infants face different dangers compared to adults.

CPR for an infant is different to CPR performed on an older child or adult.

Infants are also less robust than older children and adults so more care is needed when CPR is performed on them.

By learning infant CPR, you could potentially save a life.

“ Why Brayden Baby? ”

“The Brayden Baby is a very useful manikin for teaching good quality infant CPR according
to current Guidelines. It has evidently been designed with help from experts! The lights on
the manikin give excellent intuitive real-time CPR feedback and help guide the student to
perform correct ventilation technique for an infant and also help guide the student to
perform good quality chest compressions. It is essential that both these key component
parts of infant CPR are performed to the highest level in real life to help optimise survival.
The Brayden Baby manikin, in my opinion, is unique in its ability to do this. *

- Prof. Patrick Van de Voorde

ical Head of Emeregﬁncy Medicine,
rsity Hospital Ghent, Belgium
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Ventilation volumes for infants

The appropriate ventilation volume for an infant of similar size to Brayden Baby is 20ml to 40ml,
considerably less than for an older child/adult.

Itis important that each ventilation delivered to an infant is done gently and not with excessive force as
their lungs are more fragile than an adult.

The ‘Ventilation Indication lights’ on the Brayden Baby indicates the volume of air delivered. LY

The real time feedback is indicated via lung shaped lights on the chest of the manikin.

« The lung shaped ‘Ventilation Indication light il luminates when a correct ventilation volume is delivered.
« These lights will flash repeatedly if excessive ventilation volume s delivered

Correct head and airway position for ventilating an infant

The Brayden Baby ility for the ‘jaw thrust/lift' manoeuver which can be useful
whenitis difficultto sec i foran infant (d yeto).
For normal an infantitis important that is positioned in the ‘neutral* position

toopentheairway.

he head (lting head back) isi iate forinfant ventilation as s flexion
(head tited forwards). The neutralposiion (head straight)i the correct positon fornfant
ventiltion. The Brayden Baby head realistcall
occiput head i
open theairway.

neutral posilion to

Jaw thrust Head-tilt and chin lift

The jaw mechanism of the Brayden
Baby has been designed to mimic the
action of a real Baby for an accurate
jaw thrust/lift manoeuver.

The Brayden Baby airway is only
open when the head is positioned in
the correct ‘neutral’ position.
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Chest compressions for an infant

Chest infant using 2 fingers (or2 thumbs below the ‘nipple line’

The correct compression depm is 1/3 (4cm) of the depth of the chest (Anterior, Posterior) at a rate of 100 to 120 a minute. The frequency (number)
depends on the Guidelines used.

k from the lights of

be performed.

The CPR Quality Indication light s on the forehead of the Brayden Baby manikin and it illuminates if
the key components of chest compressions are carried out correctly and according to the Guidelines
(correct rate, correct depth, correct finger/thumb position and correct full release/recoil between
compressions)

+ Thelght allof
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 However, fone ofthe key components s performed incorrecty, then the ight does notlluminate,
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Chest Compression Rate Indication light

e feedback of compression rate.

dwhenc: Baby.

+ When the compression ateistoo rapid, the caroiid lights flash.

Chest Compression Depth Indication light
gives real-time feedback of compression depth.
The feedback via the chest lights indicates whether compression depth is correct or not.
+ When the correct depth has been achieved, all the chest lights come on.
* When the chest compressions are oo deep, the chest lights flash repeatedly.
* When the chest compressions are too shallow, only part of the chest lights illuminate.

Correct fingers/thumbs po:
for chest compressions.

+ When the correct fingers/thumbs position is detected, then the CPR Quality
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the other chest compression parameter
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